MATERIAL FINISH MODEL NO. PART NO.
. ... 530F,530F0 SK 1288
DR, BN lci. | DATE 10/20/93 STAR MFG. INTERNATIONAL, INC| TTLE

LIMITS UNLESS OTHERWISE NOTED

WIRING DIAGRAM

FRACTIONS * 1/64 DECIMALS * .005 10 SUNNEN DRIVE ST. LOUIS, MO 83143 CHANGES LTR| DATE CHANGE DRl
— FOR PRODUCTION MN

[}

CEEEDERE®®

A

A |3/10/95| #12 WIRE WAS #6 | BN

B |05/05/03 ADDED 530FD WL

CONTACTOR (THERMOSTAT) _g_a-@@
s

CONTACTOR (SAFETY THERMOSTAT)
TERMINAL BLOCK (SUPPLY)

TERMINAL BLOCK %FIHE SYSTEM)
HANDLING 240V AT 13 WA

CIRCLAT BREAKER

O

THERMOSTAT

%_,.@
0

SAFETY THERMOSTAT
SIGMAL LIGHT (HEATING)

ELEMENT (3) [3.B3 KW EACH AT 240V]

EE?ZES: 11, 13, 14, 15, GR — §14 GA,
AR B AR
KEYS 7 = #1686 GA.
ALL OTHER WIRING 15 §18 GA.
THREE FPHASE |SINGLE PHASE
VOLTAGE
208 | 220 | 240 | 208 [ 240
RATED WATTAGE
BE640 | 9660 | 11500

| B540 (11500
NOMINAL AMPS PER LINE ——
AL |

A 1Y L Ia 1Y 1 £ 1 X1 Y | 4 -
24 | 24 | 24 [20.4{35.4[25.4|27.7|27.7127.7] 415 | 47.9

SUPPLY CONMECTIONS
FOR SUPPLY CONMECTIONS USE §#8 AWG OR LARGER GM|HM

HOTE: FOR POWER SUPPLY COWMECTMOMS USE COPPER WIRE
SUMABLE FOR AT LEAST 80° C. (184" F)




