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EXPLODED VIEW  PARTS LIST

CABINET AND HOOD SECTION COMPONENTS

LIGHT, SIGNAL
AMBER   2J-30516

LIGHT, SIGNAL
RED        2J-31157

LIGHT, SIGNAL
GREEN  2J-35697

FILTER, CHARCOAL
5M-22403

FILTER, HEPA
5M-22402

HANDLE, FILTER
N1-301435

GREASE BAFFLE
5M-22695

SEE PAGE 4 
VACUUM AND

INTERLOCK
COMPONENTS FUSIBLE LINK 280ºF

TYPE K        501378
HOLDER, FUSIBLE
LINK      M3-47399

FUSIBLE LINK 450ºF
TYPE K         2E-47274

(LOCATION VARIES
BETWEEN FRYER

MODELS)
GREASE CUP
M3-301189

SEE PAGE 5
ANSUL® COMPONENTS

SEE PAGE 4 - VACUUM AND
INTERLOCK COMPONENTS

DAMPER ASSY
2V-301187

COVER PLUMBING
M3-301185

PANEL LIGHT
M3-301262

PANEL SIDE LEFT STD
DD-302174

PANEL RIGHT LEFT STD
DD-302173

BLOWER ASSY
DD-501224

IL2114B

M3-301394
Cover
Blower Assy

16

SEE PAGE 17

SEE PAGE 18

SEE PAGE 17
SEE PAGE 17

SEE PAGE 17
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EXPLODED VIEW  PARTS LIST
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VACUUM AND INTERLOCK SYSTEM COMPONENTS

GREASE BAFFLE         HEPA FILTER

VACUUM SWITCH
REPLACE FILTER
2E-301380

VACUUM SWITCH
SHUTDOWN
2E-301379

TIMER CUBE, RELAY HOOD
2P-302939

BLOWER ASSEMBLY
2U-302984

RETAINER RING
.122 ID  2C-40030

SWITCH, PROXIMITY
M3-301409

MAGNET, PERMANEMT
2R-43948

BUSHING
2K-301448

PAWL, INTERLOCK
NFPA   M3-301588

COVER INTLOCK
M3-301260

HOOD

QUICK-SEAL ADAPTER, 1/4”
(Ansul p/n 78195)

TUBE VINYL
3/16” ID x 18-1/2” L
M3-303031

IL2103a



EXPLODED VIEW  PARTS LIST
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FIRE DETECTION AND SUPPRESSION SYSTEM COMPONENTS

FOR USE ONLY BY AUTHORIZED
ANSUL© SERVICE PERSONNEL

Refer to Ansul© part no. 418078-05
R-102 Restaurant Fire Suppression

System Design, Installation,
Recharge and Maintenance

ASSY, PULL STATION
ANSUL©      2O-301389

ANSUL© p/n 77284
DETAIL

inside
outside

cabinet wall

Seal with
Teflon tape

Seal with
Teflon tape

Fiber
washer
is always
on the inside

ref. MOUNTING BRACKET
RELEASE MECHANISM

R-102 ANSUL© p/n 79493

(NOT SHOWN)
MICROSWITCH 2E-47273
TERM.BLOCK   2E-53068

(NOT SHOWN)
CARTRIDGE LT-20-R

ANSUL© p/n 67099

FUSIBLE LINK 280ºF
MODEL K    2E-301378

FUSIBLE LINK 450ºF
MODEL K      2E-47274

(LOCATION DIFFERS
BETWEEN FRYER

MODELS)

ref. CABLE, WIRE ROPE
ANSUL© p/n  15821 (50’/15m)
79653 (500’/152m)  (typical)

(NOT SHOWN)
ANSULEX ® EXTINGUISHING
AGENT  1.5 GAL.
ANSUL© p/n 79694

ref. TANK 1.5 GAL ANSULEX®
ANSUL©p/n 429864

ref. NOZZLE 1N
ANSUL© p/n 419335

ref. NOZZLE 3N
ANSUL© p/n 419338

ref. PULLEY ELBOW
ANSUL© p/n 423250
(typical)

ref. ADAPTER, QUICK-SEAL 3/8”
ANSUL© p/n 77284 (typical)

FRONT OF UNIT

ANSUL© p/n 423250
DETAIL

Cable sits in
groove in

pulley

inside
outside

Fiber
washer
is always
on the inside

conduit

wall of fryer

Conduit passes completely
through the fitting, and is
sealed with the compression
washer and nut

ANSUL© p/n 79152
DETAIL

ref. ADAPTER, QUICK-SEAL
1/2” CONDUIT ADAPTER

ANSUL© p/n 79152 (typical)

HOLDER, FUSIBLE
LINK          M3-47399

IL2113


